McLean Cou nty

INVITATION TO BID
CARPET REPLACEMENT PROJECT
FOR SELECTED COURTROUOMS OF THE
McLLEAN COUNTY LAW AND JUSTICE CENTER
BLOOMINGTON, ILLINOIS

The County of McLean, a body corporate and politic, hereinafter "COUNTY", will
accept sealed proposals from professional commercial carpet installation companies for
the purchase and installation of new replacement institutional-grade commercial (carpet
tile) carpeting for two (2) courtrooms on the fourth floor and two (2) courtrooms on the
fifth floor of the McLean County Law and Justice Center, 104 W. Front Street,
Bleomington, Hlinois. The courtroom numbers are 5C, 5D, 4B, and 4D. Project also
includes the removal and proper disposal of existing carpeting in these four courtrooms.
Existing cove base will also be removed and replaced as part of this project.

Scope of Project: This project involves submitting a single bid in accordance with this
bid packet for the purchase and installation of new replacement carpet tile institutional-
grade commercial carpeting (carpet is specified) in the four above specified courtrooms
of the McLean County Law and Justice Center. Removal and proper disposal of existing
carpeting will be done by awarded firm and is included in scope of project to be bid.
Project shall be undertaken one courtroom at a time. COUNTY is focusing on May-June,
2017 for the carpet project. A small amount of matching broadloom carpet will be
removed and replaced in the courtroom door inserts in the courtroom. These small areas
are glued in place in the main courtroom doors. Also, a small amount of matching
broadloom carpeting is used as cove base around some of the areas of the Jury box and
Judge’s bench. This will be pointed out and explained during the Mandatory Pre-Bid
meeting outlined in this bid packet.

Bid Review: By submission of a bid, the interested firm hereby declares that they have
completely reviewed this bid packet and further declares that all questions regarding this
project and the bid process have been answered to the complete satisfaction of the
interested firm.



Mandatory Pre-Bid Conference: A mandatory pre-bid conference has been scheduled
for Wednesday, February 1, 2017, at 4:00 p.m. {(prevailing time), to convene on the
fourth floor main concourse of the McLean County Law and Justice Center, 104 W. Front
Street, Bloomington, Hlinois, at which time all interested bidders must attend to tour and
measure the courtrooms for new replacement carpet tile carpeting and ask guestions
regarding the project or bidding procedures as outlined in this bid packet. The meeting
will begin promptly at 4:00 p.m. on the aforementioned date and conclude as soon as all
bidders’ questions regarding this project have been answered. All interested bidders are
hereby notified that actual measurements of the designated areas to be recarpeted shall be
measured by the interested bidders at the time of the mandatory pre-bid conference and
that the COUNTY shall not be providing any measurements to bidders, nor any
additional opportunities to measure for carpeting. Bidders shall, therefore, use their own
measurements and measuring equipment as pertains to the quantity of carpet and cove
base to be removed and the quantity of carpet and cove base to be installed. County is not
responsible for any costs associated in measuring the designated areas for carpeting nor
for bid submission. At time of carpet removal and installation of new replacement
carpeting and cove base by awarded firm, COUNTY staff will be responsible for removal
and reinstallation of jury chairs bolied to the floor in the courtrooms.

Carpet Specifications: Carpet and material specifications are outlined below. Carpet
and materials are specified to match carpeting in other courtrooms. No substitutions will
be permitted. This project regards the submission of bids for NEW carpet only. Asa
unit of local government, McLean County is eligible to purchase state-bid carpeting, if
available in accordance with the bid specifications. Project requires matching dye lots in
each courtroom,

Quick Materials Summary:

Specified Carpet Tile: Inierface, Panorama II, Color 9680, Steel, Viewpoint 11, backing
GlasBac.

Carpet for along wall bases and door inserts: Same as above, but unbacked by
manufacturer, and in a roll. (Matching)

Carpet Tile Adhesive: Grid Set Green Adhesive 2000 by XI.Brands

Nose Pieces for Stairs: ROPPE Vinyl #206 double undercut stair nosing ¥4” Colomnial
Blue #165

Adhesive for Rolled Carpet Base along Walls and Door Inserts: MAPE! Ultrabond
ECO0-575 Solvent Free Premium wall-base adhesive.

Installation by Awarded Firm: By submission of a bid, the interested firm hereby
declares that they shall order, deliver, and install new carpeting, remove and properly
dispose of existing carpeting, if awarded the project, no later than sixty (60) days after
award. Note: It will NOT be permitted to use McLean County as the facility site for a
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“drop-ship” location for shipping purposes. Awarded firm shall take delivery and receipt
of carpet and all supplies.

Written Warranties: Awarded firm shall supply COUNTY with copies of all
manufacturer's wrilten warranties on the new carpet, adhesives, and cove base, including
all accessory equipment and installations for repair and intended operation, including all
parts and Iabor, during the length of the new carpet warranty period, and further warrants
that the carpeting shall be fit for the use intended in the designated areas. Written
warranties shall be submitted to COUNTY and be in a form acceptable to COUNTY.

References: A minimum of five (5) prior client references and three (3) credit references
shall be furnished with the bid. All interested bidders hereby grant permission to
COUNTY to make a personal contact with the submitted references as a part of the
quality review process, after submission of a bid. The interested bidder shall submit
proper documentation of qualifications, including the ability to properly install the
carpeting proposed in the submitted bid.

Do No Damage: All interested bidders hereby agree that they shall safeguard and do no
damage to any COUNTY property during the carpet removal and carpet installation and
forther agrees to pay COUNTY for repairs as calculated by COUNTY (including parts
and labor) for any damage inflicted to COUNTY property as a result of awarded firm's
installation of any item(s). This includes any damage to the following COUNTY
propetty: s grounds, parking lots, curbs, sidewalks, entrance steps or ramps, entrance
doors, interior doors, walls, furniture and equipment, flooring surfaces, carpeting or floor
tile, cable troughs, utility services, elevators, electrical services, telephone services, data
services, plumbing services, alarm services, building structural integrity, sewer septic
services or water services.

Scheduling of Carpet Installation: The awarded firm hereby agrees to schedule
delivery and installation of new carpeting with COUNTY Facilities Management staff
and further agrees to not unreasonably disrupt the operations of COUNTY at any time.
The awarded firm agrees to not block any entrance lanes, parking Jots, entrance doors, or
natural footpaths for ingress and egress. Delivery and installation shall only be possible
during hours as agreed to by COUNTY. Awarded firm will be given an installation
schedule permitting courts to discontinue operation a courtrcom at a time during this
project. Awarded firm hereby agrees to remain on the project (per courtroom) until that
courtroom is completed, conforming to a mutually agreed upon carpet installation
schedule until completed, using a written schedule acceptable to COUNTY. Carpet work
will be permitted weekdays from 7:00 a.m. to 4:30 p.m., Monday through Friday. No
after hours or weekend work will be permitted or required.

Non-Affiliation Clause: No member of the McLean County Board or any other
COUNTY official shall have an inierest in any contract let by the McLean County Board
either as a contractor or subcontractor pursuant to Illinois Compiled Statutes, 50 ILCS
105/3, et. seq.




Hold Harmless Provision: The awarded firm agrees to save and hold harmless McLean
County and the Public Building Commission of McLean County (including its officials,
agents, and employees) free and harmless from all liability, public or private, penalties,
contractual or otherwise, losses, damages, costs, attorney's fees, court costs, expenses,
causes of action, claims or judgements, resulting from claimed natural persons and any
other legal entity, or property of any kind (including, but not limited to choses in action)
arising out of or in any other way connected with this undertaking, whether or not arising
out of the partial or sole negligence of COUNTY or its officials, agents, or employees,
and shall indemnify COUNTY for any costs, expenses, judgements, and attorney's fees
paid or incurred by or on behalf of COUNTY and/or its agents and employees.

Insurance Provisions:; In accordance with COUNTY insurance requirements, all
bidders (as they could become the awarded firm) hereby agree to provide the following
insurance:

a. Comprehensive General Liability Insurance for contractors to Contractual Liability,
with aggregate limits of no less than $1,000,000.00.

b. Automobile Liability Insurance covering all owned, leased, hired, and non-owned
vehicies, with no less than $1,000,000.00 aggregate limits.

¢. Statutory Worker's Compensation Insurance according fo Illinois law.
d. Employer's Liability with limits of not less than $500,000.00 per occurrence.

e. Such insurance should be executed by insurance companies admitted in the State of
Ittinois and should be in a form acceptable to COUNTY.

f.  McLean County and the McLean County Public Building Commission shall be
named as an "ADDITIONAL INSURED" on the required insurance. A Certificate of
Insurance evidencing such insurance shall be provided by awarded firm to COUNTY
prior to commencing the project.

Submission of Bid: Mail or hand deliver three (3) original copies of the "Bidders Form"
and "Bid Submission Sheet" pages, and all other required documents specified in this bid
packet to: McLean County Law and Justice Center, 164 W. Front Street,
Bloomington, ilinois, 61702-2480, Attn: Director, Facilities Management. Bids
must be considered valid for 2 minimum of sixty (60) days from the stated deadline for
the receipt of bids. Type or print in black ink the dollar amount of your total bid and
other requested information in the spaces provided on the page. Signed bids are required.
Emailed bids shall not be accepted. A public bid opening will commence immediately
after the stated deadline for the receipt of all bids in the EMA Operations Room located
in the basement of the Law and Justice Center, 104 W. Front Street, Bloomington,
lllinois. Bidders may attend in person, but are not required to do so.




Deadline for the Receipt of Bids: Deadline for the receipt of bids is 2:00 p.m.
(prevailing time) Friday, February 17, 2017. Mark on the outside of the sealed
envelope in capital letters: “BID — McLEAN COUNTY CARPET PROJ ECT”. Only
those bids received prior to the stated deadline for the receipt of all bids will be accepted.
No bid shall be considered if received after the stated deadline for the receipt of bids. Bid
must be a single proposal, be submitted on the bid forms provided, and shall contain no
qualifications or interlineations.

Existing Carpeting: Awarded firm will remove and properly dispose of existing
carpeting prior to installation of new carpeting in each courtroom, a courtroom at a time.
Floor preparation, once old carpet is removed, is the responsibility of awarded firm.
Therefore, bidders are hereby informed that if any floor preparation is needed or required,
it shall be considered by COUNTY to be included in the proposal submitted by bidders.
Due and proper care shall be taken during carpet removal by the awarded firm.

Tax Exempt Status: McLean County is a tax exempt governmental organization. A
copy of our Illinois Department of Revenue tax exempt status certificate is on file.

Payments to Awarded Firm: COUNTY will permit awarded firm to invoice for
payment, on a per courtroom basis, once all punchlist items (per courtroom) are
completed to the satisfaction of COUNTY and awarded firm provides appropriate lien
waivers with each invoice. Total of all invoices shall not exceed awarded bid.

Bid Documents: Bid documents may be obtained by contacting: Director, Facilities
Management, McLean County, 104 W. Front Street, Bloomington, Illinois, 61702-2400,
or by calling (309) 888-5192, or by email to: jack.moody@mcleancounty il.gov during
the hours of 8:00 a.m. to 4:30 p.m., Monday through Friday. COUNTY has the ability to
email the bid packet to interested firms. Deadline to request a copy of the bid packet is
January 31, 2017, at 3:00 p.m.

Government Pricing: McLean County, as a local government, is eligible for government
pricing which may be available.

Parking: Awarded firm will be permitted to park on the west side of the Law and J ustice
Center during the project.

Prevailing Wage Act: In accordance with the Illinois Compiled Statutes, 820ILCS
130/0.01 et. seq.. the awarded firm shall pay not less than the general prevailing rate of
hourly wages for work of a similar character on public works in the locality in which the
work is performed, and not less than the general prevailing rate of hourly wages for legal
holiday and overtime work, shall be paid to all laborers, workers, and mechanics
employed by or on behalf of any public body engaged in the construction of public
works, and the Preference to Illinois Citizens of Public Works Project Act, Illinois
Compiled Statutes, 30ILCS 560/1 — 560/7, et. seq.




Product Literature: All bidders shall provide with their bid the manufacturer’s product
Titerature and Material Safety Data Sheets (MSDS) regarding the specified carpet and
adhesives. Awarded firm shall warrant all carpet, cove base, and materials to be free
from Asbestos Containing Materials (ACM’s).

Convenience Drawings: Included in this bid packet are small single page drawings of
each of these court floors and the specified courtrooms are highlighted.

Acceptance of Bid: In accordance with Illinois law governing the award of bids,
McLean County resetves the right to accept or reject any of all bids for any reason and to
award this project to a single firm as deemed most beneficial ta the interests of McLean
County.




Bidder’s Form

Bidder's Name:

Bidder's Address:

City/State/Zip Code:

Telephone Number:

To: McLean County
104 W. Front Street
Bloomington, Hlinois 61702-2460

To Whom it May Concern:

I have received and reviewed the documents entitled "INVITATION TO BID: CARPET
REPLACEMENT PROJECT FOR SELECTED COURTROOMS OF THE McLEAN
COUNTY LAW AND JUSTICE CENTER, BLOOMINGTON, ILLINOIS". I have
examined all documents and the referenced specifications on the bid documents and have
familiarized myself with the local delivery, installation, and other conditions affecting the
scope of this project and carpet removal and carpet installation and do herewith submit
the following bid. In submitting this bid, I agree:

1. To hold my bid valid for a minimum of sixty (60) days from the stated expiration
date of the receipt of all bids.

2. To enter into and accept a purchase order from COUNTY if awarded on the basis of
my bid.

3. To furnish Certificates of Insurance in accordance with the instructions contained in
the bid packet.

4. To perform complete installation in accordance with the bid specifications.

5. To ensure that all carpeting, carpet adhesives, and the complete carpeting installation

fully complies with all federal, state, and local codes, laws, ordinances, regulations,

policies, and provisions governing same.

Please see attached/returned Bid Submission Sheet which is our bid for this project.

That 1 am authorized by my firm to sign bids.

That this project bid packet becomes a part of the project documentation.

A

Bidder's Printed Name Title of Bidder

Bidder's Signature Date Submitied



Bid Submission Sheet

Bidder's Name:

Bidder’s Company:

TOTAL PROJECT COST (BID): § USDh

Bidder’s Signature:

Date:
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Interface

Panorama H

PRODLICT NUMBER:
PRODUCT CONSTRUCTION:
STANDARD COLORLINE:
YARN SYSTEM:
DYE METHDE:
RECYZLED CONTENT:

Post tndustrial Range:

Post Consumer
Torat Recycled Cantent

BOIL/STAIN PROTECTION:
ANTIMICROBIAL;

PRODUCT SPECIFIGATIONS
TUFTED YARN WEIGHT:

MACHINE GAUGE:
PILE HEIGHT:

PILE THICKNESS:
STITCHES:

PILE DENSITY:
TOTAL THICKNESS:
312k

FERFORMAN CE SPECIFICATIONS
Radiant Panel:

Smoke Density:
Lightfastnaess:

Static;

Dimensional Stability:
Famsahifity:

Slandard Backling:
Backing Opticns:

IHBTALLATION
Tile:

LARPET TILE

GlasBas® Tile
1468062500

Tufted Textured Loop
i6

Pogt-Gansumer Content Type 6 6 Nylon

100% Schution Dye

499 - A9%
2%
51% « 51%

Protext?®

{AATEC 138 Washed) {AATC 174 Parls 2R3} Intersept®

U, METRIC

18 ot/yd 610.0 g/m
/3200 47.2 ands/10 o
0.151n 4.1 mm

G102 in 2.8 mm

BS /in 33.46 ends/10Doem
8383

0280 in 7.1 mm

£9.69in x 1968k a0 em x50em

(ASTM E-B48) Clags 1
{ASTM E - B62) <450

[AATGC 46 - E} 2 4.0 & 60 AFU's

[AATOD - 234} < 2O KV

KACHEN Din 543158 <, 10%

Passss Methenamine Pill Test (BOC-FF1-70)

GlasBac® Tile{50 em x 50 cm)

SiasBac® Tie{S0 cm x 50 o), GlasHac® RE Tle(50 om x 50 em), NexStep® Tile{@b cm £ 50

0]

Nor-Directional

All Product Specifications are averages derived from product sample tasting and are subjact t rormal
manufacturing 1oieranges and testing wplerances. "Tuled Yam Welght” relera 1n (ot inpat waright of yam used in
tuRting process, and protesses such &s wufting and shearing wil result In a ower finished yam welght in purchased
carpel. Pile Denshy sisted in the Product Speciications is based on the Tufied Yarn Weight. Progivct
Specifications may be changed without notice as lang as product performante is not matarially affected.



AARPET TILE Adhesive

Page 1of2

Grid Set Green Adhesive 2000

Grid Set Green Adhesive 2000 is a releasable pressure sensitive adhesive specially engineered to install PVC backed and
cushion backed modular carpet tiles in a grid or total glue down installation. This premium adhesive is formulated to
facilitate release and re-bonding of carpet tiles while permanently retaining its tack, allowing individual tiles to be lifted
out easily and replaced without substantial loss of adhesive properties. Grid Set Green Adhesive 2000 may also be used as
a releasable pad-to-floor adhesive for double-glue down installations, and is compatible with rubber and vinyl pad.

Grid Set Green Adhesive 2000 is made with broad spectrum antimicrobial additives to protect the adhesive from bacteria
and fungal growth.

Grid Set Green Adhesive 2000 is nonflammable and both alkali and water-resistant. It is resistant to plasticizer migration
from carpet tile backing and can be applied using common tools and techniques over a variety of sub-floor surfaces. This
adhesive has low odor and "zero” calculated VOC's {based on no solvents used), which make it ideal for use in schoals,
health care facilities, public buildings and anywhere odor is a concern. Grid Set Green Adheslve 2000 also meets or
exceeds California requirements as specified in Rules 102 and 443, as well as California SCAQMD Rule 1168. Grid Set Green
Adhesive 2000 is especially valuable far specification work as it approved for CRI Green Label Plus.

For identification purposes, Grid Set Green Adhesive 2000 contains a green organic pigment, This pigment is bound up by
the adhesive polymer and will not bleed and is non-staining to impermeable substrates.

Application Instructlons:

The installation site must be acclimated with HVAC in operation. The floor and room temperature, as well as flooring
materials and adhesive, must be maintained at 65°- 95° F, and the humidity below 65% for 48 hours prior to, during, and
after the testing and installation.

Any substrate onto which carpet is to be installed should be carefully inspected ta assure that proper bonding of the
carpet to the floor could be achieved. Proper adhesion requires that the surface be clean, dry, and free from dust, paint,
old adhesives or floor finishes, sealants, or any other foreign material. Do not use over substrates that have been
chemically cleaned.

For grid application, use a 3/8" nap paint roller and apply in a grid fashion, taking care to space the grid according to the
instructions shipped with the carpet tile product. Total or full spread may be required for instaliation depending on the
substrate, traffic type and load, or customer preferences. Coverage will vary according to the sub-floor type and
application method.

Once spread, allow Grid Set Grean Adhesive 2000 to dry for 45 to 60 minutes or until the surface becomes tacky to the
touch, but no adhesive is transferred to the fingertip. As drying takes place, the adhesive will appear te darken. Drying
speed will vary according to temperature of the sub-floor, porosity of the sub-fioor, temperature of the air and
components, relative humidity, as well as dryness of the floor and thickness of the application. If the carpet tiles are
installed with the adhesive in the wet stage or before sufficient drying has occurred, important release and re-honding
properties will be affected.

Carpet tiles may be installed at anytime after the spread adhesive has dried to the touch.
Coverage: 350 - 400 square feet per gallon.

Usa Over:
Woed: APA approved Flooring grade plywood, or hardwood installed to manufacturer’s specification.

Page l1of2
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Concrete: Concrete substrates must be tested for moisture and alkalinity prior to beginning the installation. The in-situ
Relative Humidity per ASTM F2170 must be below 75%, and the surface pH must not exceed 9.0, Site conditions, floor
preparations, and moisture and alkalinity must comply with those specified by the Carpet & Rug Institute (CRI 104). Any
substrate onto which carpet is ta be installed should be carefully inspected to assure that proper bonding of the carpet to the
floor could be achieved. Proper adhesion requires that the surface be clean, dry, and free from dust, paint, existing adhesive,
old floor finishes, or any other foreign material. Do not use on chemically cleaned subfloars. For highly porous floors, the
surface should be sealed with Primer-Barrier Coat.

For highly porous floors, the surface should be sealed with Primer-Barrier Coat.

Metal: Surface must be cleaned of oil, grease, dirt, rust or other contaminants.
Resilient Floor Coverings: Not recommended for use over existing sheet vinyl, laminated solid vinyl tile, or rubber flooring.
Use of this adhesive over vinyl asbestos tile, or vinyl composition tile is acceptable when all finishes, including waxes and

sealers have been removed.

Mot recommended for application over old cutback or bituminous or petrochemical based adhesives. Do not use over
chemically cleaned subfloors.

Terrazzo, Ceramic, Marble Slate: Patch and fill cracks and irregularities with Portland cement-based latex patching
compound.

Clean up:

Clean tools and equipment with soap and water while the adhesive is still wet. Dried or tacky adhesive will require the use
of a solvent cleaner.

Storage:
Store in a cool, dry area away from heat sources. Do not allow the adhesive to freeze.

Disclaimer: Users should determine the suitability of this information or product for their own particular purpose or application.
Manufacturer is not responsible for the misuse of this product. This Technical Data sheet and the information conveyed herein
supersede all previous versions.

6/14/2011
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Material Safety Data Sheet

Grid Set Green Adhesive 2000
Date: January 10, 2014

Manufacturer's Name:

XL Brands

198 Nexus Drive

Dalton, Georgia 30721 USA
Telephone No.: 800-367-4583
24-hour Emergency:
Chemtrec 1-800-424-9300

Product Identification:
Product Class: Aqueous Adhesive
Product Name: Grid Set Green Adhesive 2000

Hazardous Ingredients: None known.

*All components of this product appear on the Inventory
of Chemical Substances published by the US.
Environmental Protection Agency (EPA) under the
authority of the Toxic Substances Control Act (TSCA).

Physical Data:

Boiling Point: 212°F

Vapor Density: Same as water.
Evaporation Rate: Same as water.
Appearance: Viscous green emulsion
Odor: Mild characteristic
Weight per Gallon: 8.2 Ibs.

pH: 8.3 typical

Solubility in Water:  Not soluble (Dispersible)
V.0.C. (grams per liter): "zero" calculated
SCAQMD Rule #1168: Compliant

Fire and Explosion Hazard Data:
Flammable Limits: Non-flammable

Flash Point: > 212 deg. F.
Flammability Classification: ~ OSHA: None

DOT: None
Extinguishing Media: ~ CO,, chemical foam,
water fog

Special Fire Fighting Features: Wear self-
contained breathing gear when in confined
area.

Health Hazard Data:
Threshold Limit Value: Not established

Effects of Overexposure: No known chronic

overexposure effects.

.
0
REACTIVITY (0]

PERSONAL .
PROTECTION [B]

Emergency and First Aid Procedure: Eye
contact may cause irritation. In case of eye
contact, flush with water for 10-15 minutes. If
irritation persists, consult a physician. Skin
Contact: prolonged contact may cause slight
irritation of the skin. Wash with soap and
water. |f swallowed, consult a physician.
Inhalation: if symptomatic, move to fresh air.
Get medical attention if symptoms occur.

Reactivity Data:

Conditions to avoid: Excessive heat or cold.
Stability: Stable.

Incompatibility: None known.

Hazardous Decomposition Products: None
known; Normal (CO,, CO).

Hazardous Polymerization: Will not occur.

Precautions for Handling and Use:
Ventilation: Local ventilation.

Protective Gloves: Recommended.

Eye Protection: Safety glasses.
Hygienic Practices: Wash with soap and
water after exposure.
Respiratory Protection:
adequate ventilation.
Other Protective Equipment: None.

Spills: Cover small spills with inert absorbent,
then sweep up and place in waste disposal
container. Dispose of in accordance with
Federal, State and Local regulations.

Not required with

Special Precautions/Other Comments:
Precautions to be taken in handling and
storing: Store inside at a temperature of
60°- 100° F. Do not allow product to freeze.
Other precautions: None

Transportation Data:
D.O.T. Hazard Class: Unregulated



Nosd pieces ‘pal{ SJ’A{R.S

Vinyl Accessories

#206 double {.‘!F{‘fé‘r"t.';!f T o8
stair nosing } $ O
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ROPPE.

Proven. Flooring . Experiences.

B B B - i

1. Manufacturer

Roppe Corporation

1402 N. Union Street

P.O. Box 1158

Fostoria, Ohio USA 44830-1158

t: (419) 435.8546 tf: (800) 537.9527
f:{419) 435.1056

e-mail: sales@roppe.com

WWW. DR COIT

2. Product Description

Roppe Vinyl Flooring Accessories make any project complete. No
matter what the job, there's a vinyl accessory to complement the
work, including rwsings, fillets and tub moldings, cove caps,
reducers, wall accessories, corner guards, adapters/transitions
and tracks, Roppe Vinyl Accessories are extruded from vinyl
chieride compounds specifically formulated not to chip, crack, or

fade and are salid h factured using first quality
virgin raw material and 10% post industrial waste.

Nosing: #2056 Double Undercut Stair Nosing 167
* For %" and 5/16" carpet

s Installation Radius: 11 ft

= 5 12-ft sections per ctn. (60 f)

Dimenslons: Please refer to v o o (o or Reppe Catalog
for product details.
Colors: Available in 30 colors.

3. Technical Data

F-925 Resistance to Short-Term Chemical Exposure: When tested
in accordance with Test Method F-925 the vinyl flooring accessory
shall have no more than a slight change in surface dulling, surface

attack, or staining when exposed to the following chemicals:

White Vinegar (5% acetic acid)

Rubbing Alcohal (70% isopropyl alcohol)
Sodium Hydroxide solution (5% NaOH)
Hydrochloric Acid solution (5% HCI)
Sulfuric Acid solution {5% H2504)
Household Ammonia solution (5% NH4O0H)
Household Bleach {5.25% NaOCl)
Disinfactant cleaner (5% active phanol)

4, Installation® o e oo e ot st b e Lt
Read the literature r.onoermng the prodwct des:ﬂplion, product
limitations, product i ion, product

maintenance, and warranty before installing Vinyl Accessories. All

Colonial Blue #1

materlals are to be delivered to the installation location in its original
packaging with labels intact. Store products in a dry area protected
from the weather on a smoath, flat, dry surface with temperatures
maintained betwean 65° F (19°C) and B5” F (30°C) DO NOT stack
pallets. Remove all plastic wrapping and :trapphg from the pallets
in the installation area at least 48 hours prior to installation. For
proper acclimatization, remove the accessories from the cartons
and stack evenly on a smooth dry surface. Do not bend \rm)rl
accessories. The installation area, substrate, vinyl ies, and
adhesive are to be maintained between 65° F (19°C) and B5° F
(30°C) for at least 48 hours before installation, during installation,
and thereafter. Maintain room temperatures between 65° F (19°C)
and 85° F (30°C) and thereafter to prevent adhesive failure and to
prevent distortion or destruction of vinyl accessories.

5. Meintenance® . e piene Makria-ars s ot -

DO NOT clean, rub or apr.\l:,lr Iahfal or vertical pressure ta the

vinyl accessories for at least 72 hours after the installation is

mmpleta to allow the adhesive to properly oure, Roppe Vinyl
ies can be routinely cleaned by with a soft cloth

slightly dampened with warm water.

r o

6. Avalilability and Cost
Products are available through Roppe distributars. Contact Roppe
Customar Service (800) 537-9527 or visit wow roppe con

7. Technical Assistance

Technical service information and e may be obtained by
calling Roppa Customer Service at 1-800-537-9527, or by visiting
WWW.[ODDE.COM.

Samples may be obtained by may be obtained by calling Roppe
Customer Service at 1-800-537-9527, or by visiting

WWW. TODDe.COMm.

8. Limited Warranty

Roppe Vinyl Accessaries is warranted for a period of one (1) year
from date of installation to be free of defects in material and
workmanship.

*For complate installation and maintenance [nstructlons visit
WWW.roppe.com.

Page1of1 | © Roppe Corporation, Printed in the U.S.A.



Premium wall-base
adhesive

DESCRIPTION

Ultrabond £CO 575 is a wall-base adhesive with exceptional wet grab that holds
strong, even on comers. It is acrylic-based and won't stain even the whitest vinyl
wall base. Ulirabond ECO 575 creates a tough band 1o rubber, vinyl and carpet
wall base.

Use for the interior installation of vinyl, rubber and carpet wall base over approved
surfaces.

RECOMMENDED SUBSTRATES
o Drywall (fully cured)
e Plaster (dry)

e Anywood underfayment that is recommended or guaranteed by either
the wood underlayment manufacturer or the base manulacturer, such as
exterior-grade plywood, Group 1, CC lype

e Fully cured concrete

Adhd¢sive »po& Car pet-
Bnﬁé. Alanj +he. wWalls

TECHNICAL NOTES
e For interior installations only

o Do not use over vinyl wall covering or other similar nonporous surfaces
(such as plastic laminates and Masonite).

o Do not use when the substrate temperature is below 50°F (10°C) or above
90°F (32°C), or when the relalive humidity exceeds 65%.

Consult MAPEI's Technical Services Department for instatlation recommendations
regarding subsirates and conditions not listed.

INSTRUCTIONS

1. Surface Preparation
See the "Surface Preparation Requirements” document for details.

2. Application

91 Ullrabond ECO 575 can be applied to the back of the base or directly to the
wall. Apply the adhesive evenly with the recornmended trowel or nozzle (see
Technical Data table) to ensure that al least 90% of the adhesive transiers
to the backing. For cartridges, use a nozzle with mulliple holes to apply the
adhesive.

—\=l= Bk | Y =8 . SR



TECHMICAL DATA (based on 73°F 123°C] and 50% seiative humidity)

DFENEIBY vt ceasnsness s s st ssrirsesins + v e s 1040 25 minutes
DI BRI e ceevmerutseeresm s v 1o i . ..24howrs
Sttt lilg 24 monins when slored in arigingl

Freezefaw slabiliy as owas B°F (-T8°C) i

corlaingrs at 73°F (23°C} im 2 dry,
heated area

Sizb'e 5 ycles

Hea'thand salely ... .. oo i e e

Flash point ......... .- Nopfiamrmatie, sotvarl-frea

Maximum MVER of conee’s (ASTM F1868) 3 1hs. per 100055, &, (1,35 kg per
92,0 1) per 24 bours

CBEMANIY rveve e e cenes o enrerncrnes ssssssstn sremassirs srennsersrmrnsessncc o T WREEE WTGEE FESTY, 9l MiRsLal
splrits when drigd

Colos Of-white

Corslstenty . ... Bultery

Gorsult e Maferiat Safoty Dala

PACKAGING

2510 8. ges. {9.46 L), Canata only
Catridges: 11 U 8. oz. (325 mL); 2B.75 U.S. oz (850 mL)

APPROXIMATE GOVESAGE"

26010
f21to

e

t flaen himas vary based on [empeeralure, Manidily, substiate, frowet size and job-site congiioss.

Pabs: 1US. ol (346 mL), 105, oal (3.79L), 336 UB. gas (151}

Typizat Recomerierztod Trowe! {dopthy, wilh, space) for 2.5° (6,5 cm) wail bage

* Coveragas shown are approximate and given for estimating putpasss enly. Achal job-site coverages may vary
according 19 Sulslaie canditions, thicknsss applisd, hanthing and application progetuses.

Sheel {MSBS] for sa%e-Fantiing
inshuciions,

390 tnaat 1,/U.S. ga.
24 gz L)

22 install the base into the adhesive while it is still
frgsh.

23 Rall over the entire surface with a smatl roflar.
Atways roll towards the last piece of base
nslalied.

24 Complete the installation per he instruclions
of the base manu’acturer.

25 Prompily clean any adnesive smudges from the
base's surfaes wilh waler while the adhesive is
still {resh, or with mineral Spirits when drisd.

26 Prompily wash hands and tools with water
winlg the adnesive is stilf fresh.

3. Protestion

3.1 Protect containers from fregzing in iransit and
storage. This produc! is freeze/thaw-statile at
temperalures as fow as 0°F (-18°G). Howaver,
alt water-based products should be protected
from frenzing. If frozen, matarial shoutd not be
stleeetl unll! it has completely thawed.

3.2 Provide for heated storage on sile and daliver
&l materials atieast 24 hours before work

tiagins,

ROTICE

Before  using, user  shall  defermine e
suitability of the proguct for s intended
use amd user dlone assumes al! risks amd
liabiility whatsoever in connechon Mmerewith. ANY
M 8H E_ DEEMED WAIVED UNLE
MADE N WRITING TO US WITHIN EIFTEEN (15)
DAYS FROR DATE IT WAS, 6R REASONABLY
SHOULD HAVE BEEN. DISCOVERED.

Far the most currend product data,
visht www.mapel.com,

MAPES

Headguariers of the Americas

1144 Easl Hewport Center Drive

Desrfizld Beach, Florida 33442

Phane 1-886-U5-MAPEI {1-588-876-2734)
Fax: (854) 246-8800

Customer Service

1-800-42-MAPE (1-800-426-2734)

Teshnical Services
1-800-982-6273 (L1.S. and Puerto Rico}
1-800-361-9309 (Canada)
Additienal Information
Wehsite: www.mapei.com

MAPE] - USA

Fi. Lauderdale, Florida
Fredericksburg, Vitginia
Gardand, Texas

San Bernarding, California
Soulk River, New Jersey
Tempe, Arizona

Wes! Chucago, hnois
MAPEl - Ganada

Laval, Qusbec
Delia, Bniish Coturnbia
Bramptor, Ontario

MAPE] ~ Argentina

Buenos Alres

MAPEL - Pustto Rice
Dorado

MAPE! - Venezuela
Caracas, Ref. J-30312350-3

LS Numtmi
mm‘.‘ = \\cmd Flooriay
METITR Y Amxmnm
P bSTRLL
smm NI
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MADEI

Ultrabond ECO™ 575

Material Safety Data Sheet (MSDS)
English Version on pages 2 and 3.

Fiche signalétique (MSDS)
Version Frangaise a la pages 4 et 5.

Hoja de Datos Material De seguridad (MSDS)
La versién en Espaiiol en las paginas 6y 7.



MAPEIE Material Safety Data Sheet (MSDS) - N rie Read campiate MSDS prios to using product,

Produet Nama: Ulirabond ECO™ 575
Product Description.  Premium Cove Base Adhesive

IN THE EVENT OF A CHEMIGAL EMERGENGY INVOLVING A SPILL, LEAK, FIRE, EXPLOSION, EXPOSURE OR ACCIDENT GONTACT THE
FOLLOWING NUMBERS:

EMERGENCY 24 HOLR NUMBER {USA) CHEMTREC 1-800-424-8308 (Canada) CANUTEG 1-613-996-6666

CONSUMER STATEMENT:

CAUTION - EYE (RRITANT. NON-TOXIC.

WORK AND HYGIENE PRACTICE:

Remove contaminated tlothing Immedistely. Wash hands, aiter each use and before gating, drinking, or using laitetries. Minimize contact of praduct
on skins,

1 - GENERAL INFORMAYICHN H - FHYSICAL CHARACTERISTICS
MANUFACTURER: Caloulated VOL (See below.} 4 gl

USA snd Puerta Rice Canada Boiling Paint »212°F {~100"C}
MAPE|I CORPORATION MAPE! ING. Vapor Pressure {mmHg) 1.0

1144 East Newpar Center Drive 2800 Francle-Hughes Avenue Vapor Densty (AiR=1} 1,10-1,20
Deerfisld Beach, FL 33442 Laval, QC H7L 346 Specific Gravity (H20=1) 1,08-1.30

Pis: (954) 246-8588 Ph: (450) 862-1212 Metting/Freazing Poict (F) N/E

MS0S PREPARED BY: Fvaporafion Rate (Bityl Acetale=1)  Seme as waler.
Regulatary Affairs Department - MAPEI North America Solubility in water Boluble
REVISION DATE (YYYYM/DD): 2005107115 pH (pastefiquid] 80- 14,0

For most curent MSDS, download document from: www,mapei.com  Appearance and Odor Beiye pasle. Slighf odar of lalsx.

(VOO per CA Santh Coast Aiy Unality Monagement District, Rule 1163}

i - HAZARD ASSESSMENT

Hazardous Components ACAIH (TLV- ) % Farcent
{specific chemical idantity, common namesy CSHA {PEL}  TWA} Ciher Limlts Recommentded {Optional)

THIS PRODUCT CONTAINS NO HAZARDOUS INGREDIENTS AS DEFINED BY US OSHA HAZARD COMMUNICATION STANDARD - 29 CFR
1810.1200 OR SECTION 13 OF THE CANADIAN HAZARDOUS PRODUCTS ACT.

For Calffornia (Proposition 65y This product canfains nio chemieals reportable under Propositon 5.

All ingradients are Usted within ar exempted from US TSCA she! Canadian DSL.

[LSA) - HMIS (Hazardous Materials |denfification System) Rating: Health- 1 Fire -0 Reaciivity -0 Protection-8  "*" = chronie effest
(Canada) - WHMIS (Workplace Hazardous Maferals information System) Classifications:  Not regulated undar WHMIS,

W - TRANSPORTATION

By GROUND - USA and Puerte &ico (BOT): By SEA (IMDG):
Noi Regulated Not Regulated
By GROUND - Ganada (TDG): By AR (IATA):
Mot Requlated Not Regutated

V - FIRE AND EXPLOSION HAZARD DATA

Flash Point; =212°F {(»100°C) Lower Explosive LImil {35} - NE Upper Explosive Limit (%) - NE
Unusuat Flte and Explesion Hazards «  Some decomposifion products may ba harmful.
Extinguishing Media:

Will net bumn except under exireme tamperalures. Waler spray, carbon dinxide, dry chemlcal or foam.
Special Fire Fighting Procetiures:
Wear standard fire fiobting gear with self-contained bresthing spparatus.

Vi - REAGTIVITY BATA Stablility: Siable Ganditions fo Aveid: None knowno
English Version on pages 2 and 3. Ultrabond ECO™ 575 Paga 2af 7
Yerstan Frangaise & iz peges 4 ot 5. Page2de?

L.a versidn en Eapaiia] en las paginas 6 y 7. MSDS Paginas 2de 7



Incompatibility {Materfals te Aveld): Strong oxidizing agents, sirong acids, and strong bases.
Hazard Decomposition of By-products:  Carbon monoxide, carbon dio¥ide, oxides of nittngen, and other untdentified organic compounds.
Polymerization; Wil Not Oceur Conditions to Avold: None known.

VIl - HEALYH HAZARD DATA

Routes of entry duting normal usage:  Inhalation? YES Skin? YES Ingeskiocn? MO
Health Hazards:

Acute: No effecls are suspected under nomal profassional use.

Chronic:  None known.

Carcinogenicity:  NTP -NO IARC - ND OSHA - NO

Signs and Symploms of Ovarexposure:

No effeats are suspeeted under norma! professional use.

Medieat Conditions That Can Be Aggravated by Expasure:

Allergles, skin and respiretory disorders. Produgt sensilivity,

Vill - EMERGENCY AND FIRST AID PROCEDURE
Eyes; Flush with coal water for 15 minules white hokling eyelid open. I Initation peraisls, seck medical attention immediately.

Skin, Avoid contact with skin. Remove contaminated ciothing. Wash affecied area thoroughly with soap and water. |f imitation persists, seek
immediale medical attention.

Inhalation: Remove o fresh air if afowable concentrations of eny of the hazardous ingredlents are exceeded. I not breathing, trained personnel
should infliate arificial respirticns and imimediate rmedical attentioh should he obtained.

tngestion: Do rot induce vomiling. Do not give anyifing by mouth to an uncorscious parson. Seek medical attention immadialely.

IX - PRECAUTIONS FOR SAFE HANDLING AND USE

Steps o be tWken if Material Ts Leaked or Spilied:

Wear pratective oquipment. Contain by diking with inert absorbent materials and pul o an appreved waste container.
Waste Disposal Method:  Dispose ip accordancs 1o local ernvironmentaf regulation.

Pracautions to be faken duwring Handling and Storage:

Keep container closad when not in use, Stome at 60-85°F (15-35°C) and out of the sun. Use adetguate vanibation to avaid breathing vapors when cover
is removed., ) ’

Othrer Precautions:  Avoid prolenged sking contact.

X - CONTROL MEASURES
Respiratory Protection:

1f workplace expuosure limit of preduct js exceeded, a NIOSHMEHA approved air supplied respirator is required In absence of proper environmentot
control. Englneering or administrative contruls should be limplemented lo reduce axposure,

Ventilation; Local Exhaust-  Use in WELL VENTILATED areas only. Mechanical -  Use only Intfinsically safe deviees.
Spevial - WA Other - NsA

Eye Protoction: Safaty glesses or gogples as pecessary fo prevent eye contact.

Protective Gloves:  tmpendous, (Nitrite, rubber, or batter)

Other Profective Equipment:  As needed fo minimize coniget with skin.

NIA="Not Applicable®  N/E="Nol Established”

The Information contalned horain s based on data considered scourate. Hawever, no warranty is axpressed ar implied reganding the escurscy of these
data or the resuits to be ehiained from the use thereol. MAPE| assumas no respansibliity for personal injury or properly damaga to vendees, users, or
third parties caused by the material. Suceh vendess or users assume all risks associatesd with the use of the meterial,

English Version o pages 2 an& 5. Ultrabond ECO™ 575 Page 3ot 7
Version Frangaise A 1a pages 4 et 5. s Page3de?
La versian en Ecpafiot en fas paginas 6 ¥ 7. MsDs Paghhas 3de?



